
SAFIRE LED Monitor 4K 28"

Designed for surveillance use

Resolution 4K (3840x2160)@60Hz

Format 16:9

Inputs: 2xHDMI, 1xDP

Viewing angle 178º (H) / 178º (V)

Safire

LED Display 4K 28"

IPS panel

Specific for CCTV

Format 16:9

Number of colours 1.073G

Resolution 3840x2160

Brightness 280 cd/m2

Image contrast ratio 1000:1

Response time 5 ms

Viewing angle 178º (H) / 178º (V)

Video inputs 2XHDMI, 1xDP

Audio

Without image distortion

Adjustable height

Monitor base included

SF-MNT28-4K-V4



Specifications

Brand Safire

Size (inches) 28"

Number of colours 1.073G

Resolution 3840x2160 (only @60Hz))

Viewing angle 178º/178º (Horizontal/Vertical)

Brightness 280 cd/m2

Contrast ratio 1000:1

Response time 5 ms

Inputs
1 x HDMI 2.0, 1HDMI 1.4
1 x DP 1.2

Energy consumption 42 W ,65 W MAX

Power AC 100~240 V

Inclination -5°±2°/11°±2°

Adjustable height 105±5mm

Dimensions without base 639.13(An) x 371.5 (Al) x 52.8 (D) mm

Dimensions with base 639.13 (W) x 509.13 (H) x 220 (D) mm

VESA 75x75 mm

Weight 5.8 Kg


